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CT94 CELIK TAKVIYELI

Celik Takviyeli Cephe Sistemi
Steel Reinforced Facade System

This is a preferred system in some areas which are wide and require a
large space as well as in such facades as stores, display windows and
showrooms. It features COVERED and SILICONE FACADE. In addition, as
the aluminum use is at a minimum level, it provides a great economical
advantage.

Genis ve yliksek aciklik gerektiren alanlarda, magaza, vitrin, showroom
gibi cephelerde, tercih edilen bir sistemdir. KAPAKLI ve SILIKON CEPHE
ozelikleriyle ¢oziilebilmektedir. Buna ek olarak alliminyum kullanimi
minimum miktarlarda oldugundan yiiksek ekonomide saglamaktadir.

I Kisa Teknik Ozet / Technical Snapshot

Kasa derinligi Kanat derinligi Isi bariyeri
Frame depth Sash depth Insulation bar

PVC izolasyon elemanlari;
94 mm 53,9 mMm-381,3mm 7,8 mm - 34,2 mm,
12,4 mm -24,4 mm

Bu alan ilk teknik karsilastirma icin kullanilir; ayrintili degerlendirme icin ikinci sayfadaki teknik ve performans tablolari esas alinmalidir. / Use this area for first technical comparison;

detailed evaluation should refer to the tables on page two.

Teknik degerler iiriin konfigiirasyonuna gére degisebilir; nihai degerler teknik ekip ve test raporlariyla dogrulanmalidir. / Technical values may vary by configuration and must be
sistemal.com verified against final test reports.
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I Ana Kesit

I Teknik Ozellikler / Technical Characteristics

Ozellik / Feature Deger [ Value

Sistem tipi / System type

Kasa derinligi / Frame depth

Kanat derinligi / Sash depth

Profil et kalinligi / Profile wall thickness

Is1 bariyeri / Insulation bars

Celik Takviyeli Cephe Sistemi / Steel Reinforced Facade System

94 mm

53,9 mm -81,3 mm

1,3mm-2,0mm

PVC izolasyon elemanlari; 7,8 mm - 34,2 mm, 12,4 mm - 24,4 mm

Teknik degerler iirtin konfigiirasyonuna gére degisebilir; nihai degerler teknik ekip ve test raporlariyla dogrulanmalidir. / Technical values may vary by configuration and
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must be verified against final test reports. 02/02




