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SKY78 ISIKLIK SISTEMi

SKY78 Isikuk Sistemi /
SKY78 Skylight System

Genellikle celik tastyici Ustlerinde kullanilan, genis acikliklarda tercih
edilen, SKY78 sisteminde istenildiginde havalandirma ve duman
tahliyesi icin kanat uygulamasi yapilabilmektedir. Tasiyici profillerde
bulunan kondens kanallari sayesinde, hem sistem icerisindeki yogus-
malari, hem de i¢ cam yiizeyinde olusabilecek yogusma sularini disari
atabilecek dizayna sahiptir.

Leaf application can be made, if required, for ventilation and smoke
removal in SKY78 system used generally for steel carrier surfaces and
preferred in large openings. It has a design that can discharge the
condensations in the system, and which may form on the inner glass
surface by means of condensate ports on the carrier profiles.

I Kisa Teknik Ozet / Technical Snapshot

Kasa derinligi Kanat derinligi Maks. cam paketi Tastyici On izolasyon (PVC) Uf degeri
Frame depth Sash depth Max glass package Carrier Pre-Isolation (PVC) Uf value
87 mm 73mm 40 mm 7.8 mm-34.2mm 2,33-5,14 W/m?K

Bu alan ilk teknik karsilastirma icin kullanilir; ayrintili degerlendirme icin ikinci sayfadaki teknik ve performans tablolari esas alinmalidir. / Use this area for first technical comparison;
detailed evaluation should refer to the tables on page two.

Teknik degerler iiriin konfigiirasyonuna gére degisebilir; nihai degerler teknik ekip ve test raporlariyla dogrulanmalidir. / Technical values may vary by configuration and must be
sistemal.com verified against final test reports. 01/02
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° ° Teknik Ozellikler ve Performans
S KY78 I §I KL I K S I ST E M I Technical Characteristics and Performance

I Ana Kesit / Main Section

I Teknik Ozellikler / Technical Characteristics

Ozellik / Feature Deger [ Value

Sistem tipi / System type SKY50 Isiklik Sistemi / SKY50 Skylight System

Yatay Profil / Disey Profil - Horizontal Profile / Vertical Profile 87 mm

Kanat derinligi / Sash depth 73 mm
Profil et kalinligi / Profile wall thickness 1.6 mm -2 mm
Tasiyici On izolasyon ( PVC ) Carrier Pre-Isolation (PVC) 7.8 mm -34.2 mm

Teknik degerler iirtin konfigiirasyonuna gére degisebilir; nihai degerler teknik ekip ve test raporlariyla dogrulanmalidir. / Technical values may vary by configuration and

sistemal.com must be verified against final test reports. 02/02



