MiMARI SISTEMLER / ARCHITECTURAL SYSTEMS

PRODUCT SHEET / URUN FOYU

WH70

WH70 Yalitiml Pencere ve Kapi Sistemi - Ultra Performansl Menteseli Sistem
WH70 Insulated Window & Door System - Ultra Performance Hinged System

W75 Yalitimli Pencere ve Kapi Sistemi ile akredite test laboratuvarinda gerceklestirilen performans test sonuglaridir.
These are the performance test results performed in the accredited test laboratory with the W75 Insulated Window and Door System.

WH70, modern mimari projelerin konfor ve yalitim beklentilerini karsilamak lzere
gelistirilmis yalitimli alliminyum kapi ve pencere sistemidir. Isi yalitimi, hava
gecirimsizligi ve su sizdirmazligl performansini dayanikli yapisiyla bir araya
getirerek konut ve ticari projeler icin glivenilir bir ¢cdziim sunar. Farkli acilim ve
kullanim seceneklerine uyum saglayan WH70, uzun omirli yapisiyla kullanici
konforunu ve enerji verimliligini destekler. Estetik tasarim anlayisini fonksiyonellik-
le bulusturan WH70, mimari projelerde dengeli ve giivenilir bir ¢6ziim olusturur.

WH70 is an insulated aluminium door and window system developed to meet the
comfort and insulation requirements of modern architectural projects. Combining
thermal insulation, air tightness, and water tightness with a durable construction,
it provides a reliable solution for residential and commercial applications. With
versatile opening configurations and long-lasting performance, WH70 enhances
both user comfort and energy efficiency. Blending refined aesthetics with functio-
nality, it delivers a balanced and dependable solution for architectural projects.

I Kisa Teknik Ozet / Technical Snapshot

Kasa derinligi Kanat derinligi Maks. cam paketi Isi1 bariyeri Uf degeri
Frame depth Sash depth Max glass package Insulation bar Ufvalue
_ 2
62 mm 70 mm 45 mm 24mm Uf=1,89-2,28 W/m'K

Bu alan ilk teknik karsilastirma icin kullanilir; ayrintili degerlendirme icin ikinci sayfadaki teknik ve performans tablolari esas alinmalidir. / Use this area for first technical comparison;
detailed evaluation should refer to the tables on page two.

Teknik degerler iiriin konfigiirasyonuna gére degisebilir; nihai degerler teknik ekip ve test raporlariyla dogrulanmalidir. / Technical values may vary by configuration and must be
sistemal.com verified against final test reports. 01/02



Sistem Aliiminyum

WH70

I Ana Kesit / Main Section

MiMARI SISTEMLER / ARCHITECTURAL SYSTEMS

Teknik Ozellikler ve Performans
Technical Characteristics and Performance
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I Teknik Ozellikler / Technical Characteristics

Ozellik / Feature Deger [ Value

Sistem tipi / System type

Kasa derinligi / Frame depth

Kanat derinligi / Sash depth

Profil et kalinligi / Profile wall thickness

Maksimum cam paketi / Max. glass package

Isi bariyeri / Insulation bars

I Performans / Performance

Kriter / Criterion

Isi gegirgenligi / Thermal transmittance

Hava gecirgenligi / Air permeability

Su sizdirmazligl / Water tightness

Rizgar yuki dayanimi / Wind load resistance

Sehim kriteri / Frontal deflection

Ses yalitimi / Acoustic performance

WH70 Yalitimli Pencere ve Kapi Sistemi - Ultra Performansli Menteseli Sistem / WH70 Insulated Window & Door System - Ultra Performance Hinged System

62 mm

70 mm

1,5mm-2mm

45 mm

24 mm

Standart / Standard

EN 10077-2

EN 1026 / EN 12207

EN 1027 /EN 12208

EN 12210/EN 12211

EN 12210 /EN 12211

EN 717-1

Deger [ Value

Uf = 1,89 - 2,28 W/m?*K

Class 4 - 600 Pa

E1500 - 1500 Pa

E2500 - 2500 Pa

Class C - <L/300

Rw (C; Ctr) = 41 (-2; -5) dB

Performans degerleri (irtin konfigiirasyonu, cam segimi ve test raporuna gére dogrulanmalidir. / Performance values must be confirmed according to configuration, glazing selection and test report.

sistemal.com

Teknik degerler iirtin konfigiirasyonuna gére degisebilir; nihai degerler teknik ekip ve test raporlariyla dogrulanmalidir. / Technical values may vary by configuration and
must be verified against final test reports.
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